Product data sheet
Characteristics

ALB44252

2X Priza 2P+E 45° Cu Pr Mec St G

Green
Premium

Suplimentar

Principal
Gama Altira
Tip produs sau Priza

componenta

Compatibilitate gama

OptiLine 46 suport de fixare
OptiLine 70 cu adaptor Altira suport de fixare

Prezentare dispozitiv Mecanism
Numar de prize 2 x 2P + E, German
Descriere priza Impamantare

standard

Informatii suplimentare
priza

Cu obturatoare

Tenta de culoare

Rama:alb polar (RAL 9003)

Destinatie produs

Compatibilitate gama

Rame de fixare
OptiLine 46

OptiLine 70 cu adaptor Altira

Pozitie papuc pentru legare la pamant

Pozitie oblica la 45°

Curent nominal

16 Ala 250 V c.a. 50/60 Hz

Numar module

Mod de fixare

4 module

Clipsare

Conexiuni - borne

Borna fara surub

Capacitate conexiune de prindere

4 x1.5...4 x 2.5 mm? pentru rigid cablu(ri)
4 x 1.5...4 x 2.5 mm? pentru torsadat cablu(ri)

reliability of these products for specific user applications.

It is the duty of any such user or integrator to perform the appropriate and complete risk analysis, evaluation and testing of the products with respect to the relevant specific application or use thereof.

The information provided in this documentation contains general descriptions and/or technical characteristics of the performance of the products contained herein.
Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.

This documentation is not intended as a substitute for and is not to be used for determining suitabil

Material PC (policarbonat): capac mecanism
Tratament de suprafata Netratat
Finisare suprafata Satin
Compatibilitate produs Suport fixare Altira
Standarde NF C 61-314

SR EN 60529

EN 62262

IEC 60884-1
Inaltime 45 mm
Latime 90 mm
Adancime 39 mm
Greutate neta 0,087 kg
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Mediu

Temperatura ambientala de functionare 5...50 °C

Temperatura ambietala pentru depozitare -15...60 °C

Grad de protectie IK IK02

Grad de protectie IP 1P20

Caracteristica de mediu Fluid de curatare a geamurilor
Ulei
Hidrogen peroxid (H202)
Benzina
Decolorant
Rezistent UV
Sapun lichid
Acetona
Alcool

Unitati de ambalare

Unitate de masura pentru prima forma de PCE

impachetare

Numar unitati in prima forma de impachetare 1

Inaltime prima forma de impachetare 4,5cm

Latime prima forma de impachetare 4,5cm

Lungime prima forma de impachetare 9cm

Greutate prima forma de impachetare 90,59

Sustenabilitatea ofertei

Stare oferta sustenabila

Produs Green Premium

Regulamentul REACH &
Directiva RoHS UE Conform cu anumite exceptii
Regulamentul RoHS China 7
Informatii privind scutirea de la RoHS 7
Raport de mediu 7

Profil circularitate

Nu sunt necesare operatii de reciclare speciale

GaranOlie contractuala

Garantie

18 luni



https://download.schneider-electric.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP120838EN

