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LightCorm

Product data sheet PA1LB75

Characteristics Set De Contacte Principale La5-D, Tesys B, 1
Pol, Pentru Lc1-B, Cr1 -

Principal
Gama TeSys
Tip produs sau Set de contacte principal
componenta
Aplicatie a dispozitivului Motor
Compatibilitate produs CR1BL
CR1BM
CR1BR
LC1B
CR1BP
Descriere poli 1P
Suplimentar
Greutate neta 0,22 kg
Unitati de ambalare
Unitate de masura pentru prima forma de PCE
impachetare
Numar unitati in prima forma de impachetare 1
Inaltime prima forma de impachetare 2,4cm
Latime prima forma de impachetare 3,8cm
Lungime prima forma de impachetare 7,3cm
Greutate prima forma de impachetare 201 g
Sustenabilitatea ofertei
Regulamentul REACH 22
Directiva RoHS UE Conform Ef
Fara mercur Da
Regulamentul RoHS China i
Informatii privind scutirea de la RoHS 2
WEEE n Uniunea Europeana, produsele trebuie reciclate respectand sistemul specific

de colectare a deseurilor si nu trebuie sa ajunga in pubelele de colectare a
deseurilor menajere.

Garanie contractuala
Garantie 18 luni

It is the duty of any such user or integrator to perform the appropriate and complete risk analysis, evaluation and testing of the products with respect to the relevant specific application or use thereof.

The information provided in this documentation contains general descriptions and/or technical characteristics of the performance of the products contained herein.
Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.

This documentation is not intended as a substitute for and is not to be used for determining suitability or reliability of these products for specific user applications.
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